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FULL SIZE PLANS HAVE BEEN PREPARED USING STANDARD

ENGINEERING SCALES.
CONFORM TO STANDARD SCALES.

REDUCED SIZED PLANS WILL NOT

IN MAKING MEASUREMENTS

ON REDUCED PLANS, THE ABOVE SCALES MAY BE USED.

JU.LILE.
JOINT UTILITY LOCATION INFORMATION FOR EXCAVATION
1-800—-892-0123 OR 811

PROJECT ENGINEER—Michael Furlan
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SUMMARY OF QUANTITIES & GENERAL NOTES

GENERAL NOTES:
ALL REFERENCES TO THE STANDARD SPECIFICATIONS THOUGHOUT THE PLANS
SHALL BE INTERPRETED AS THE LATEST EDITION OF THE STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTUCTION FOR THE ILLINOIS
DEPARTMENT OF TRANSPORTATION.

City of La Salle
THE CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL SECTION OR Tighvioy Standards Section 130000000 GM ASPHALT SCHEDULE P —
SUBSECTION MONUMENTS OR PROPERTY OR REFERENCE MARKERS UNTIL THE 55000105 [51mdnrc Sy-mbots, Abbreviotions, and Fareris L5 Salle County oction —_fuface e e Treor
" " Xistin, .
OWNER, HIS AGENT OR AN AUTHRIZED SURVEYOR HAS WITNESSED OR OTHERWISE 42400107 |Perpendicular Curb Ramps for Sidewalks Sereet From o ,‘vpgg Length | width | o Description aunie | V0 tons
424006| Diaganal Curk Ramps for Sidewalks = - - - - ) {ay, 11/2 1
REFENENCED THEIR LOCATIONS. 423011 |Corner Parailel Curb Rarnps for Sidewalks -~ " LOLMA Overiay 1 152.0 13.68|
424018]Mid-Black Curh Ramps for Sidewalks HMA pieyNofdd  [Gooding [Wright er iig fz T840 3456
THE CONTRACTOR SHALL COOPERATE WITH THE CITY IN ANY UNDERGROUND 223021 [Depressed Comer for Sidewalks Binder | HMALevel | HMA Aoy ol 3rd__Sooding et o - - w00 010
442301-03 [Class C and Class D Parches (Patches}| Binder | Surface ey Nof Ist ole arquette e = — 5
UTILITY CONSTRUCTION WHICH THE CITY MAY WANT TO PLACE DURING THE R T T— reaade  1Pesaan| Pesa2 | pGes 2 sth Bucklin_|Lafayette VA 225 25 6250 56.25
CONTRACTORS OPERATIONS. o - " DesignAir | 4.0 Y Chartres Bth sth Brick 35 2ag 8847 7563
0. o |CONCrEte Curb Type B and Combination v U 0% @NSO e - m A €05) >4 1513.3 145.20
50500105 Concrete Curb and Gutter Voids EN50 @N30 Canal Buckitn Lafayene il 1160.8 104.47°
THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE OWNERS OF ALL 701501-05 {Urban Lane Closure, 2L, 2W, Undivided Mixture iL1z.50r Ath Bucklin __ |Lafayette HMA 337] 31 1 ;
By 701801 05 {Sidewalk, Corner or Crosswalk Clasure Composition | iL19.0 iLes L85 . B 20.19]
EXISTING FACILITIES SO THAT THE UTILITIES AND ALL THEIR APPURTENANCES MAY 70150102 | Traffic Comrol Gavives Frictien 4th LaHarpe {Stering HMA 330 24,3 8?1;0 151-_0
BE LOCATED AND ADJUSTED OR MOVED, IF NECESSARY, PRIOR TO THE START OF 78000103 | Typical Pavemant Warkings Aggregate Mixtare € Hennepin dth Sth HAA 440 El 1"?"5 o
CONSTRUCTION OPERATIONS, THE CONTRACTOR SHALL COOPERATE WITH ALL Density Test Satisfaction 10ch Tonti Crosat HIA 325 34 1725})7; L
UTHLITY OWNERS AS PROVIDED FOR [N THE STANDARD SPECIFICATIONS. Method Cores |of Engineer | Cores Crosat = carel A = o ' |
Aplington 231r¢ Deadend HMA 552 27 lDSf.O 95-94
ALL FRAMES, GRATES AND LIDS SHALL BE PROTECTED DURING PRIMING AND ASPHALT OPERATIONS. tindberg Bucklin__ |tinden HMA 520 2435 #1356 12;:2
SUCH GRATES, FRAMES AND COVERS NOT PROTECTED SHALL BE, CLEANED QR REPLACED AT STREET CLASSIFICATION Pershing Linden - Creve Coeur PfMA 33 2 fji ; $2.92
THE CONTRACTOR'S EXPENSE. NEW LIDS SHALL BE MARKED AS FOLLOWS: Functional | FAU Design ' Lncoln comepel] Mrosoest e S 5550 10
' B ) ' StreetName Classification | Route ADT | Speed Lincoin Prospect |St. Vincent HMA 720 21 109 L} .75
ALLSTREETS LOCAL NONE <400 30 tinden Pershing  |Rooseveit HMA 481 5 13361 120,
* ALLLIDS TO BE USED ON STORM SEWER STRUCTURES SHALL BEAR THE WORD ~ 4 =
STORM. Hennepin itk Wac Artaar HAA 51 23 13161 i;i;
: Maple St. Vincent{Tonti HM2 445 EY 1433.3
* ALL LIDS TO BE USED ON SANITARY SEWER STRUCTURES SHALL BEAR THE WORD o WoshnerolTont YTy 350l = 536.7 48.20
SANITARY, 15t Crosst |LaHarpe HMA 325 2 865.7 7%%
* ALLLIDS TO BE USED ON WATER SYSTEM STRUCTURES SHALL BEAR THE WORD Eéth Rt6 Mo deadend | HMA 200 i8 4020 e
WATER HMA 7502 21505.9 1935.54
ALL RADII FOR PROPGSED CURB AND GUTTER ARE TO MATCH EXISTING.
AtlL AREAS OF DEPRESSED CURB SHALL BE LOCATED IN THE FIELD BY THE
ENGINEER PRIOR TO CURB PLACEMENT.
n 20136 | CLASS D PATCH SCH_EDULE _ —
MANHOLE LIDS ARE TO MATCH GRADE OR BE NO LOWER THAN 1/2" BELOW GRADE. Py, Ty Y e— ot N Drive Fem & Rplc SV Quad Thig I zo :Z 20
sueat Frorn To WW quad | NEquad | SE qusd | SWauad |NW quad | NEquad | SE quad 4 jlength  width Chartres 0 2oss - 1056
AlleyMof ist |iotiet 50 50 Total
ALL WORK PERFORMED RELATIVE TO TRIS IMPROVEMENT SHALL COMPLY WITH ALL kil Ls Harpe 175 175 2
. Hennepin Ea 100 105 5245 525 20 2.0 30
APLICABLE RULES AND REGULATIONS OF O.S.H.A. ot Tarm Crosat 75 175 75 275
Lindberg Buckiin tnden 100 160 15 15 8 8
EXISTING ROAD SIGNS THAT INTERFERE WITH CONSTRUCTION WiLl BE REMOVED OR Chartres 8th Sth 50 S0 50 8 8 9 & 8 8 49 12
RELOCATED AS DIRECTED BY THE ENGINEER, AFTER THE CONSTRUCTION S 485 275 750 9:;) &7 47.5 76 888 40 b 2 4_‘56 UTILITY ADJUSTMENTS
T 2 27 13
COMPLETED, THE CONTRACTOR WILL REPLACE THE SIGNS AS DIRECTED BY THE ousts - - a T
ENGINEER. THIS WORK WILL NOT BE PAID SEPARATELY BUT SHALL BE CONSIDERED Street [ From ] To [ v adj. Jintet adj. | tan Adj.
INCIDENTAL TO THE CONTRACT AND NO COMPENSATION WiLL BE ALLOWED. ANY Aoy 7 of 5rd |Gooding_ [Waght 0 [ 2
SIGNS DAMAGED BY THE CNTRACTOR SHALL BE REPLACED AT HIS EXPENSE. Alle;( K of 1st [jotiet Merquette 0 0 3
6th Bucklin Lafaysite L] o] o]
Chartres Bth Oth 1 4] 1
THE FOLLOWING RATES OF APPLICATION HAVE BEEN ASSUMED IN CALCULATING SUMIMARY OF QUANTITIES e e n o 1
PLAN QUANTITIES: TOTAL 4; Bucklin \atayette 0 0 1
it iin ayety
GRANULAR MATERIALS 2.05 TONS/CU YD NQ. DESCRIPTION QUANTITY atf Ls Harpe  [Stesling 0 Q )
BITUMINOUS MATERIALS PRIME COAT 0.3 GAL/SQ YD #1_|BIT MATL PR CT. (RC- 70 OR 55:1) 2150 bennepin lath Sth [ 1 L
2 |AGGREGATE (PRIME COAT) 22 10th Torti Crosat 0 0 2
AGGREGATE PRIME COAT 0.002 TONS/SQ YD 5 itV BINDER. MM, NSO % Py vt gy o 0 1
HMA SURFACE COURSE 112 LBS/IN/SQ YD 41 |HMA, SC, MIX C, NSD 1936 Aplington_ |2318 Deadend o 0 i
NITROGEN FERTILIZER NUTRIENT Q0 LBS/ACRE 5 |PC CONCRETE SIDEWALK 4 2420 lindberg Buckiin Lnden 0 0 0
PHOSPHOROUS FERTILIZER NUTRIENT 90 LBS/ACRE € |DETECTABLE WARNINGS 136 Fershing__ |Linden __ |Creve Cosur| 0 0 0
‘ 7 DRIVEWAY, REM. & RPLC & 53 Lincoln Campbeil  |Prospect 0 9 1
POTASSIUM FERTILIZER NUTRIENT 80 LBS/ACRE 2 HIA SURFACE REMOVAL, 1.5 SQ YD 21505 tincoin Prospect Cieveland D 9 o
HMA BINDER COURSE 112 LBS/IN/SQ YD 5 [cuRBREMOVAL FOOT 278 Uinden Pershing_|Roosevelt 0 0 [}
10 SIDEWALK REMOVAL SQFT 2420 Heanepin 11th Mac Arthur [ 0 1
THE CITY OF LA SALLE RESERVES THE RIGHT TO OWNERSHI? OF ANY OR ALL ASPHALT MILLINGS. i1 [CLASSD PATCHES T4, 5 Q1D 132 NMeple St Vincent {Tonti o 2 -
. . i 1z MANROLES TG BE ADIUSTED EACH 15 Grant Washington | Tonti o ] a3
MILLINGS CLAIMED BY THE CITY OF LA SALLE SHALL BE HAULED, BY THE CONTRACTOR AT NO 15 [VALVE BOXES 70 BE ADIUSTED EACH 3 T P 1o Horpe 2 a 0
EXPENSE TO THE CITY, TO THE EAST WAVTP OF THE CITY OF LA SALLE OR A SIMILAR SPOT 14 INLETS TO BE ADIUSTED EACH 1 James Rd Rt6 North 200° Q 3] 0
DESIGNATED BY THE CITY OF LA SALLE 15 |Concrete Curb, Type B FOOT 158
16 {COMBCCR&GTRE.18 FOOT 120 Totals 2 1 ]
- 17 TRAFFIC CONTROL & PROTECTION, 701501 L SUM 1
JULIE NUMBER 1S 1-800-892-0123 Fr VT Tsum T
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Monolithic Pavement Typ.

80' ROW:

12" Typ.

HMA Surface Removal, 1.5"

Existing Monotlithic
Concrete Pavement

H
TR A

EXISTING TYPICAL SECTION:

4th, LAHARPE TO STERLING;
LINDBERG, BUCKLIN TO LINDEN,;
PERSHING, LINDEN TO CREVE COEUR;
15TH, CROSAT TO LAHARPE

0' RO

’—12‘ Typ: HMA SC, 1.5, Mix "C", N5O

Existing Monolithic
Concrete Pavement

2% Typ. 2%/Typ.
g A A 2 e

i
PROPOSED TYPICAL SECTION:

4th, LAHARPE TO STERLING;
LINDBERG, BUCKLIN TO LINDEN;
PERSHING, LINDEN TO CREVE COEUR;
15TH, CROSAT TO LAHARPE

TYPICAL SECTIONS

HMA Pavement Typ.

80" ROW & VARIE:

Brick Pavement Typ.

12" & VARIES: MA Surface Removal, 1.5
Exist. HMA Binder Course
xist. Course Aggregate Base
P W

;s g s

“TEXISTING TYPICAL SECTION:

HENNEPIN, 4TH TO 5TH;

LINCOLN, CAMPBELL TO PROSPECT;
GRANT, N. HENNEPIN TO TONTE
APLINGTON, 23RD SOUTH TO DEADEND;
LINCOLN, PROSPECT TO ST VINCENT;
HENNEPIN, 11TH TO MC ARTHUR RD

80" ROW & VARIES:

MA SC, 1.5, Mix "C", N50
12' & VARIES:

xist. HMA Binder Course

Exist. Course Aggregate Base

-80' RQ'
1
i

42' Typ-
Existing Brick
Pavement
e -~/

i

EXISTING TYPICAL SECTION:

CHARTRES, 8TH TO 9TH;
6TH, BUCKLIN TO LAFAYETTE;

PROPOSED TYPICAL SECTION

HENNEPIN, 4TH TO 5TH;

LINCOLN, CAMPBELL TO PROSPECT;
GRANT, N. HENNEPIN TO TONTI;
APLINGTON, 23RD SOUTH TO DEADEND;
UNCOLN, PROSPECT TO ST VINCENT;
HENNEPIN, 11TH TO MC ARTHUR RD.

80" ROW
12T HMA SC, 1.5, Mix "C", NSO;
¥ Lev Bind, MM, Mix C, N50 on sides.
Existing Brick
Pavement
' i 2% Typ. 24Ty, &
h P A Y

v sz 2

PROPOSED TYPICAL SECTION:

CHARTRES, 8TH TO 9TH;
6TH, BUCKLIN TO LAFAYETTE;
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TYPICAL SECTIONS

Alley Typ.

16" & 80' ROW-
/NMA Surface Removal, 1.5"

—8' & Varies

EXISTING TYPICAL SECTION
ALLEY N OF 3RD STREET
WRIGHT TO GOODING:

187 STREET, JOUET TO

MARQUETTE.
16’ & 80' ROW- 4
HNA SC, 1.5, Mix "C", N5O
[—8' & Varies
Match Ex.

P A N

PROPOSED TYPICAL
SECTION ALLEY N OF 3RD
STREET, WRIGHT TO
GOODING;

18T STREET, JOLIET TO
MARQUETTE.
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